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Table 1.  Soil Analytical Results Summary     

Soil 
Boring 

Sample 
Depth (ft) 

Sample 
Date 

Gasoline-Range 
Hydrocarbons 

(mg/kg) 

Diesel-Range 
Hydrocarbons 

(mg/kg) 
Benzene 
(mg/kg) 

SB-1 7 5/17/2004 20 10 <0.0005 

6.5 5/17/2004 880 2500 0.265 
SB-2 

9 5/17/2004 -- -- 0.068 

2.5 5/18/2004 <1.0 <3.0 <0.0005 

4.5 5/18/2004 <1.0 <3.0 <0.0005 SB-3 
6 5/18/2004 <1.0 <3.0 <0.0005 

2.5 5/18/2004 <1.0 <3.0 <0.0005 

6 5/19/2004 370 190 <0.062 SB-4 
10 5/19/2004 8 7.5 <0.0020 

2.5 5/18/2004 <1.0 <3.0 <0.0005 

4.75 5/18/2004 <1.0 <3.0 <0.0005 SB-5 
6.5 5/18/2004 18 7.2 <0.0005 

6 5/18/2004 1300 1400 <0.063 
SB-6 

7 5/18/2004 690 750 0.42 
6 5/18/2004 1000 2100 <0.062 

SB-7 
6 (Dup) 5/18/2004 280 1600 0.022 

1.5 5/18/2004 <1.0 4.1 <0.0005 
SB-8 

5.5 5/18/2004 170 6.9 <0.0010 

2.5 5/18/2004 8.2 4.3 <0.0005 

5 5/18/2004 53 570 <0.0020 SB-9 
8.5 5/19/2004 9.6 9.8 <0.0005 

3.5 5/18/2004 <1.0 <3.0 <0.0005 

5.5 5/18/2004 23 6.1 <0.0005 SB-10 
8.5 5/19/2004 11 <3.0 <0.0005 

1.5 5/18/2004 75 13 0.15 
3.5 5/18/2004 1600 1400 0.16 SB-11 
11 6/8/2004 <1.0 <3.0 0.006 

2.5 5/18/2004 240 460 <0.0010 

5.5 5/18/2004 210 500 <0.0005 SB-12 
5.5 (Dup) 5/18/2004 210 180 <0.0030 

5.5 5/19/2004 <1.0 43 <0.0005 
SB-13 

6.5 5/19/2004 1400 1100 0.18 
4.5 5/19/2004 <10 680 <0.0005 

5.5 5/19/2004 1000 1000 0.25 SB-14 
11 6/8/2004 <1.0 <3.0 0.002 

2 5/19/2004 <10 150 <0.0005 
SB-15 

6.5 5/19/2004 1300 1100 0.1 
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Table 1.  Soil Analytical Results Summary     

Gasoline-Range Diesel-Range Soil Sample Sample Benzene 
(mg/kg) Boring Depth (ft) Date Hydrocarbons Hydrocarbons 

(mg/kg) (mg/kg) 
5.5 5/19/2004 970 830 0.1 

SB-16 
8 5/19/2004 160 540 0.341 

3.5 5/19/2004 <1.0 24 <0.0005 
SB-17 

5.5 5/19/2004 1300 2400 0.44 
4 5/19/2004 1200 2500 1.3 
8 5/19/2004 1300 880 2.46 
9 5/19/2004 23 11 0.002 

SB-18 

15 5/19/2004 <1.0 4.6 0.006 

4 5/19/2004 <1.0 5.5 <0.0005 
SB-19 

5 5/19/2004 160 480 0.002 

2 5/19/2004 490 370 <0.063 

2 (Dup) 5/19/2004 730 670 <0.062 SB-20 
4.5 5/19/2004 1200 1000 <0.050 

4.5 5/19/2004 280 39 <0.0005 
SB-21 

8 5/19/2004 4.2 <3.0 <0.0005 

1 5/20/2004 770 730 0.003 
SB-22 

3 5/20/2004 66 70 0.0006 

2.5 5/20/2004 1.7 27 <0.0005 
SB-23 

4.5 5/20/2004 380 620 <0.0030 

2.5 5/20/2004 2.4 <3.0 <0.0005 
SB-24 

4 5/20/2004 59 72 <0.0005 

3.5 5/20/2004 2.6 82 <0.0005 
SB-25 

5.5 5/20/2004 110 200 <0.0030 

2.5 5/20/2004 <1.0 <3.0 <0.0005 
SB-26 

4 5/20/2004 2.4 12 <0.0005 

0.041 3 5/20/2004 14 <3.0 
SB-27 

4.5 5/20/2004 6.3 5.4 0.01 

4.5 5/20/2004 330 110 <0.0005 
SB-28 

8 6/8/2004 1.1 <3.0 <0.0005 

3.5 5/20/2004 1.7 5.4 <0.0005 
SB-29 

5 5/20/2004 <1.0 <3.0 <0.0005 

SB-30 3 5/20/2004 1.2 15 <0.0005 

SB-31 3 5/20/2004 290 1400 <0.0030 

3 5/20/2004 <1.0 <3.0 <0.0005 
SB-32 

6 5/20/2004 23 230 <0.0005 

2.5 5/20/2004 15 <3.0 <0.0005 

3.5 5/20/2004 <1.0 <3.0 <0.0005 SB-33 
3.5 (Dup) 5/20/2004 1.2 <3.0 <0.0005 
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Table 1.  Soil Analytical Results Summary     

Gasoline-Range Diesel-Range Soil Sample Sample Benzene 
(mg/kg) Boring Depth (ft) Date Hydrocarbons Hydrocarbons 

(mg/kg) (mg/kg) 
SB-34 3 5/20/2004 <1.0 <3.0 <0.0005 

SB-35 2.5 5/20/2004 <1.0 <3.0 <0.0005 

SB-36 5.5 5/20/2004 <1.0 <3.0 <0.0005 

4 5/20/2004 43 180 <0.0005 
SB-37 

5.5 5/20/2004 1.6 8.2 <0.0005 

2.5 5/20/2004 220 2100 <0.0030 
SB-38 

5.5 5/20/2004 190 92 <0.0020 

2 6/7/2004 1.4 3.7 <0.0005 

5 6/7/2004 950 2100 0.071 SB-39 
12 6/8/2004 360 38 0.006 

SB-40 7 6/28/2004 310 250 0.29 
2.5 6/28/2004 250 1500 0.003 

SB-41 
5 6/28/2004 1400 510 0.12 

SB-42 5 6/28/2004 110 180 <0.0030 

4 9/14/2004 91 240 <0.0010 
SB-43 

8 9/14/2004 550 920 <0.063 

SB-44 4 9/14/2004 180 5700 <0.062 

SB-45 4 9/14/2004 <1.0 <3.0 <0.0005 

SB-46 5 9/14/2004 <1.0 4.6 <0.0005 

4 9/14/2004 <1.0 <3.0 <0.0005 
SB-47 

7 9/14/2004 22 21 <0.0005 

4 9/14/2004 <1.0 5.5 <0.0005 
SB-48 

7.5 9/14/2004 <1.0 4.2 0.002 

5 9/30/2004 <1.0 <3.0 <0.0005 
SB-49 

15 9/30/2004 <1.0 <3.0 <0.0005 

5 9/30/2004 <1.0 <3.0 <0.0005 
SB-50 

12.5 9/30/2004 <1.0 <3.0 <0.0005 

SB-51 5.75 10/1/2004 <1.0 <3.0 <0.0005 

4.5 10/1/2004 660 1600 <0.063 
SB-52 

7 10/1/2004 98 220 <0.0005 

SB-53 6.5 10/1/2004 460 1200 <0.0030 

SB-54 6.5 10/1/2004 74 690 <0.0005 

SB-55 5.5 10/1/2004 <1.0 <3.0 <0.0005 
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Table 1.  Soil Analytical Results Summary     

Gasoline-Range Diesel-Range Soil Sample Sample Benzene 
(mg/kg) Boring Depth (ft) Date Hydrocarbons Hydrocarbons 

(mg/kg) (mg/kg) 

MTCA Method A Cleanup Levels 30 2000 0.03 

Notes:      

-- = Not analyzed.     

< = Analyte not detected at or above the laboratory reporting limit.  

Gasoline-Range Hydrocarbons by WSDOE Method NWTPG-Gx.  

Diesel- and Oil-Range Hydrocarbons by NWTPH-Dx ext w/ silica gel cleanup. 

BTEX by USEPA Method 8260b.    

Some samples analyzed by WA-VPH.  Benzene value is highest detection or lowest DL. 
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Table 2.  Groundwater Analytical Results Summary       

Monitoring 
Well Date 

Depth to 
Water (ft 
BTOC) 

Water-table 
Elevation (ft)

Gasoline-Range 
Hydrocarbons  

(µg/L) 

Diesel-Range 
Hydrocarbons 

(µg/L) 
Benzene 

(µg/L) 

MW-1 7/9/2004 3.92 93.70 <50 630 <0.5 

  10/11/2004 1.79 95.83 <50 120 <0.5 

  1/25/2005 2.01 95.61 <48 <79 <0.5 

  4/13/2005 1.19 96.43 <48 450 <0.5 

  7/11/2005 2.38 95.24 <48 380 <0.5 

MW-2 7/9/2004 5.06 94.12 2500 1800 1100 
  10/11/2004 2.68 96.50 2500 560 1100 
  1/25/2005 2.82 96.36 2200 1700 880 
  4/13/2005 2.31 96.87 2800 960 1100 

Duplicate 4/13/2005 2.31 96.87 2700 960 1100 
  7/11/2005 3.16 96.02 2300 1400 760 

Duplicate 7/11/2005 3.16 96.02 2100 1500 810 
MW-3 7/9/2004 6.03 93.97 80 290 22 

23 Duplicate 7/9/2004 6.03 93.97 100 300 

  10/11/2004 4.27 95.73 <50 <79 2 

  1/25/2005 4.13 95.87 <48 670 2 

  4/13/2005 3.78 96.22 <48 89 1.7 

  7/11/2005 4.69 95.31 <48 <87 1.7 

MW-4 7/9/2004 5.30 92.58 1600 1700 160 
  10/11/2004 1.66 96.22 1800 520 140 
  1/25/2005 1.79 96.09 2000 410 140 
  4/13/2005 1.40 96.48 2100 1300 120 
  7/11/2005 2.18 95.70 1800 1200 54 

MW-5 10/11/2004 2.79 95.52 90 130 <0.5 

  1/25/2005 2.79 95.52 100 860 <0.5 

  4/13/2005 2.23 96.08 110 530 <0.5 

  7/11/2005 3.38 94.93 64 560 <0.5 

MW-6 10/11/2004 2.26 96.04 1000 600 1 

  1/25/2005 2.46 95.84 1100 1600 1 

Duplicate 1/25/2005 2.46 95.84 1100 1700 1 

  4/13/2005 1.78 96.52 860 900 <2.0 

  7/11/2005 3.16 95.14 1000 1200 2.3 

MW-7 10/11/2004 3.79 96.10 200 570 <0.5 

  1/25/2005 3.27 96.62 190 1500 <0.5 

  4/13/2005 4.28 95.61 73 880 <0.5 

  7/11/2005 4.02 95.87 140 1100 <0.5 
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Table 2.  Groundwater Analytical Results Summary       

Depth to Gasoline-Range Diesel-Range Monitoring Water-table Benzene 
(µg/L) Date Well Water (ft 

BTOC) Elevation (ft) Hydrocarbons  Hydrocarbons 
(µg/L) (µg/L) 

MW-8 10/11/2004 2.81 96.40 1200 330 6 
  1/25/2005 2.63 96.58 1300 740 5 

  4/13/2005 2.44 96.77 1000 470 5.6 
  7/11/2005 3.23 95.98 1400 670 6.4 

MW-9 10/11/2004 1.90 95.62 <50 <80 <0.5 

  1/25/2005 1.68 95.84 <48 <78 <0.5 

  4/13/2005 1.57 95.95 <48 <81 <0.5 

  7/11/2005 2.25 95.27 <48 <83 <0.5 

MW-10 10/11/2004 2.09 96.69 1800 560 51 
Duplicate 10/11/2004 2.09 96.69 1900 500 51 

  1/25/2005 2.08 96.70 1700 540 37 
  4/13/2005 1.64 97.14 1700 760 24 

  7/11/2005 2.54 96.24 1500 910 31 
MW-11 10/11/2004 2.92 95.00 <50 <80 <0.5 

  1/25/2005 2.95 94.97 <48 <79 <0.5 

  4/13/2005 2.21 95.71 <48 <79 <0.5 

  7/11/2005 3.20 94.72 <48 <93 <0.5 

MW-12 10/11/2004 2.64 95.61 <50 <79 <0.5 

  1/25/2005 2.70 95.55 <48 <79 <0.5 

  4/13/2005 2.34 95.91 <48 <84 <0.5 

  7/11/2005 3.25 95.00 <48 <81 <0.5 

MTCA Method A Cleanup Levels   800/1000 500 5 

Notes:       
< = Analyte not detected at or above laboratory method detection limit.   
-- = Not analyzed.      
DTW = Depth to Water measured in feet below top of well casing.   
GWE = Groundwater Elevation measured relative to an arbitrary site elevation datum of 100 feet.  
Bold values exceed WSDOE MTCA Method A Cleanup Levels.   
Benzene by USEPA Method 8260b.     
Gasoline-Range Hydrocarbons by NWTPH-Gx.    
Diesel- and Oil-Range Hydrocarbons by NWTPH-Dx ext. with silica gel cleanup.   
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